
CROMEST CB

The hard chrome surface confers corrosion and 

wears resistance, reduces friction, improves 

durability and through abrasion tolerance ensures 

good oil holding as well.

This kind of bars are generally used for non 

aggressive indoor applications (for example for 

rods not exposed to mechanical strokes or blows.)

An attentive preparation before plating confers the 

smooth appearance of the hard chrome surface.
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Average chemical analysis CROMEST CB
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Size Ø 

   <16                        520                                 650-800                                     12                         200-240                   No guarantee                                                           

Mechanical properties

o  16-40                    520                                  650-800                                     19                         200-240                    27 at -20 C                                                           

   >40                      440                                  550-700                                     19                         180-230                    No guarantee                                                           

Yield stress
2, R , N/mm mineh

Ultimate tensile stress 
2, R , N/mm mineh

Elongation 
A , %, min5

Hardness
HB

Toughness
KV, Joule, min
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Chrome layer

Above  20 mm the chrome layer thickness is Ø

minimum 20 μm. For smaller sizes, the minimum 

thickness is 15 μm.

Surface roughness

The surface roughness (Ra) is always less than 0.2 

μm and normally is in the range 0.08–0.16 μm. Rt 

(ISO) is always less than 2.0 μm and normally in 

the range 0.5–1.0 μm.

Surface hardness

The chrome layer hardness is minimum 850 

HV min.0.1

Straightness

For Ø <16 mm, the maximum deviation is 0.3 

mm/1000 mm. For larger diameters, the maximum 

deviation is 0.2 mm/1000 mm.

Roundness

The out of roundness is maximized at 50 % of the 

diameter tolerance interval.

Diameter tolerance

ISO f7 is standard. Other tolerances can be 

supplied upon request.

Corrosion resistance

Rating 9 after 120h in NSS is the corrosion for 

standard product. 

Standard length

We deliver at 6100mm. However, on request we 

cut various lengths.
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